Ratchet lowering jacks 

Single acting — standard type 



No. 24A No. 22 No. 84A 

15 tons 10 tons 5 tons 


These are the most versatile general purpose jacks on the 
market. Rugged construction permits safe lifting, lower¬ 
ing, skidding, moving and leveling with the important 
Simplex feature that these jacks will lift full capacity on 
the toe as well as on the cap. 

Double lever sockets permit operation in close quarters 
and angular lifting. Other important features are best 
material — precision machined and heat-treated, adjustable 
cadmium plated springs and links, shorter fulcrum cen¬ 
ters, larger toe lifts, lubricated trunnion bearings, multiple 
toothed pawls, and reinforced inner-ribbed housings. 

Geared Nos. 126, 127 and 135 are designed for heavier 
fast lifting. Nos. 126 and 127 have large right and left 
hand toe lifts respectively-often used in pairs. No. 135 
lifts on cap only. Levers are oval hickory poles. 

Toe 



Pole pulling, 
straightening jacks 

No. 325 Junior pulls and straightens 
poles up to 30 feet. No. 1538 pulls and 
straightens all poles and is the standard 
of the Bell System. I-beam sub-base pro¬ 
vides firm foundation. Jack will pivot on 
base when pawl is disengaged. A1538 
(shown) is similar with aluminum housing 
and base—40 pounds lighter. 


Jack Wgt. 

Capacity Height Lift wgt. complete 


No. 

tons 

inches 

in. 

lbs. 

lbs. 

325 

5 

50 

36 

34 

98 

1538 

15 

37 3 /4 

22 

101 

185 

A1538 

15 

373/4 

22 

62 

145 


325 furnished with lever, chain, sub-base and pike extension. 1538 and A1538 
with lever, alloy chain and sub-base. 



Screw jacks 

4-Way or ratchet head, also 
planer or machinists jacks 




Built with a single chrome-moly steel ball, nested in a 
hardened nickel steel ball seat — ball won’t flatten and 
drop-forged cap can’t slip. Friction is reduced 88% for 
more power and easier lifting. Heat-treated and chisel 
pointed high carbon steel lever bars are 40% stronger 
than ordinary levers. Safety peephole prevents over ex¬ 
tending screw and eliminates measuring. Jack color indi¬ 
cates capacity. Ratchet head type recommended for 
close-quarter operation. Nos. IP, 2P, 3P and 4P are planer 
or machinists jacks. Note swivel head and lock screw. 


No. 

Capacity 

tons 

Hgt. 

in. 

Lift 

in. 

Lever 

in. 

lever 

socket 

hgt. 

in. 

Wgt. 

lbs. 

84A 

5 

14 

7 

30 

2-Way 

1 5 /a 

28 

85A 

5 

17 

10 

30 

2-Way 

1 Vb 

30 

86A 

5 

20 

13 

36 

2-Way 

1 Vs 

35 

22 

10 

211/4 

121/j 

60 

2-Way 

21/8 

65 

1017 

10 

17 

91/2 

60 

2-Way 

1 5 /b 

40 

A1022* 

10 

2OV2 

12 

60 

2-Way 

2 

42 

24A 

15 

231/4 

13 

60 

2-Way* 

21/2 

93 

29 

15 

281/4 

19 

60 

2-Way* 

21/2 

99 

2029 

20 

281/4 

18 

70 

2-Way* 

21/2 

104 

126 

25 

271/2 

121/2 

72 

Oval 

3 

193 

127 

25 

271/2 

121/2 

72 

Oval 

3 

193 

135 

35 

27 

16 

72 

Oval 

— 

215 

*Oval or square lever sockets also available. 





$No. A1022 has an aluminum alloy housing. 


Tilting emergency jack 

No. 310A is the original upright 
and tilting jack. Lifts full 15 tons 
on cap, machine corrugated toe 
lift, auxiliary cap shoe or any point 
by using chain as a sling. The most 
versatile jack for lifting, lowering, 
pushing and pulling. The best all- 
around jack for your maintenance 
department. 



No. 


Capacity 

tons 


Height 

inches 


Lift 

inches 


*310A 


15 


221/4 


13i/ 2 


Sizes based on housing height 

4-Way head type 


Height 

when 


Ratchet head type 


Operable 
rise of 


Lifting 


Weight 

of 


Size 

inches 

closed 

inches 

screw 

inches 

capacity 

tons* 

jack 

lbs. 

No. IP 

23/4 

1 

2 

iy* 

No. 2P 

33/4 

11/2 

4 

3 

No. 3P 

51/4 

21/4 

6 

6 

No. 4P 

71/2 

41/2 

8 

12 

IV4X6 

91/4 

4 

10 

9 

11/2X4 

7 V 8 

2 

12 

91/2 

11/2x6 

9 Vs 

33/4 

12 

10 

11/2x8 

11 Vs 

53/4 

12 

12 

1 1/2XIO 

13 Vs 

73/4 

12 

14 . 

1V2X12 

15Vb 

93/4 

12 

16 

1 V4X8 

ll 3 /4 

51/4 

16 

15 

1 3/ 4 x10 

133/4 

71/4 

16 

18 

1 3/4 x 1 2 

153/4 

91/4 

16 

20 

2x6 

93/4 

3 

20 

15 

2x8 

113/4 

5 

20 

17 

2x10 

133/4 

7 

20 

20 

2x12 

153/4 

9 

20 

24 

2x14 

173/4 

11 

20 

27 

21/2x8 

13 

41/4 

24 

28 

21/2x12 

17 

81/4 

24 

37 

21/2x14 

19 

IO1/4 

24 

40 

21/2x16 

21 

121/4 

24 

48 

21/2x18 

23 

141/4 

24 

52 





2x6 

9 Vb 

3 

20 

20 




2x8 

11 Vb 

5 

20 

22 




2x10 

13 Vs 

7 

20 

25 


No. 3 1 0A— 

1 5 tons 

2x12 

15 Vb 

9 

20 

28 




2x14 

17Vb 

11 

20 

31 

Toe 



21/2x8 

1 2 5 /b 

41/4 

24 

34 

min. 

Jack 

Weight 

21/2x12 

16Vb 

81/4 

24 

41 

hgt. 

weight 

complete 

21/2x14 

18Vb 

IOV4 

24 

46 

Inches 

lbs. 

lbs. 

21/2x16 

20 Vb 

121/4 

24 

54 

21/4 

78 

112 

21/2x18 

22Vb 

141/4 

24 

58 


*Complete with 5 foot chain, auxiliary cap shoe and lever. 


*The lifting capacities are guaranteed. 


(O 


N 

04 
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HYDRAULIC PUSH-PULL-LIFT EQUIPMENT 


Hydraulic jacks — 1 Vi to 100 ton capacities 

Neoprene seals 



Pressure tested 
bases 


Spring controlled 
ball valves 



Simplex Re-Mo-Trol hydraulic 
pumps and rams — remote controlled 

Lift . . . pull ... or push in any direction and 
in complete safety from a distance 


No. 1 2HJ 


No. 100A 


All Simplex hydraulic jacks will operate in a horizontal or 
vertical position — every model ruggedly designed for heavy- 
duty use, for safe, easy jacking on tough jobs. Ball valves, 
other interior parts readily accessible for cleaning. The 25, 30, 
50 and 100 ton models have high and low speed pumps which 
can be operated singly or in unison, double lever sockets and 
solid steel bases. 

All models tested to lift 50% over rated capacity 



1 5 complete 
units 

10 to 150 ton 
capacities 


A Simplex Re-Mo-Trol unit consists basically of a powerful 
pump and a remotely controlled hydraulic ram, connected by 
a high pressure hose. It offers extremely simple operation for 
1001 applications that it does better. 

Re-Mo-Trol can be used where cramped space or other 
difficulties make the use of self-contained jacks or pullers im¬ 
possible. One outstanding advantage is the famous Simplex 
Center Hole tubular ram (on 10 models). It is only necessary 


No. 

Rated 

capacity 

tons 

Low 

height 

inches 

Hyd. 

lift 

inches 

Exten. 

screw 

inches 

Total 

height 

inches 

•Net 

weight 

lbs. 

each 

Rod is drawn through 

Ram Capacity 

number tons 

in a direct pull. 

Minimum Plunger 

height travel 

inches inches 

Center 

hole 

dia. inches 

Weight 

lbs. 

1.5HJ 

1% 

7 

5-1/4 

2 

14-1/4 

9 

RC102 

10 

41/2 

2 

_ - 

5 

3HJ 

3 

9 

6-9/16 

2 

17-9/16 

1 5 

••RC106 

10 

1 2 

5V2 

_ 

11 

5HJ 

5 

9 

6-7/16 

3 

18-7/16 

1 8 

••RC202 

20 

6-13/16 

2 

1-1/16 

16 

8HJ 

8 

9 

6-3/8 

43/a 

19-3/4 

21 Vi 

RC2112 

20 

10 7 /e 

12 


45 

1 2HJ 

12 

9 

6-1/16 

3 

18-1/16 

29 Vi 

RC302 

30 

5 

2 

1-5/32 

13V2 

20HJ 

20 

10 

6-7/16 

— 

16-7/16 

3 2 Vi 

••RC302.5 

30 

7 Vs 

2 V 2 

1-5/16 

22 

f25A22 

25 

22 

16 

— 

38 

105 

RC306 

30 

93 u 

6 

1 Ve 

38 

J25A28 

25 

28 

22 

— 

50 

1 25 

•RC315 

30 

11 V A 

5 

1 Vs 

44 

30A 

30 

11 

12 

7 

— 

1 8 

65 

115 

RC506 

50 

10 V 8 

5V2 


43 

50A 

50 

7 

— 

1 9 

•♦RC613 

60 

9 Vs 

3 

1 Vs 

62 

50A26 

50 

26 

20 

— 

46 

207 

•RC6010 

60 

18 V 2 

10 

1 5 /s 

120 

100A 

100 

12 

6-1/8 

— 

18-1/8 

203 

••RC1103A 

100 

IOV 2 

3 

2 Vs 

96 

•Includes operating 

pipe handle i/2"x20" long on 5 

smaller models 

— operat- 

•RC1110A 

100 

I 6 V 2 

10 

2 Vs 

143 

ina handle 

for 25, 

30, 50 and 100-ton 

models is 

13/16" solid 

20" long. 

•RC1122 

100 

32 7 /s 

22 

2 Vs 

272 

Jacks drilled and tapped for 
handle is two-piece, interlocking 

gauges — gauge prices on application. 1.5HJ 
; 26" long. 

•RC15012 
•Two way— 

150 20-13/16 12 

-retracts hydraulically. ••Spring return. 


240 

fSimilar to 

No. 30A ; 

with more 

lift, they are rated at 

25 tons. 


150, 200 and 300-ton special heavy duty 
Information furnished on request. 

center-hole 

and solid rams 

available. 


Simplex-Jenny hydraulic pullers 

Center-hole principle 
eliminates torque, in¬ 
creases power and speed 
for pulling and pushing 
jobs. Operates vertically 
or horizontally, is its own 
back-up and is self sup¬ 
porting. Ram is self re¬ 
tracting when release 
valve is opened. One-half 
the weight of convention¬ 
al jacks. 

Nos. J330 and J630 — 30-ton, single pump — pull or install 
cylinder liners; form ship and boiler plates; straighten bulges. 
Pull structural members or double bottoms for welding, 
riveting. 

No. J606B — 60-ton, double pump — heavy duty pulling jobs 
in construction, ship-building, mines, railroads, oil fields and 
industry. 

Nos. 803B — 80-ton, single pump, and 1003B — 100-ton, 
single pump for pulling bushings, bearings, cylinder liners, 
pistons, wrist pins, valve seats, keys, wheels, gears, etc. 

No. 10010A — 100-ton, double pump — especially designed 
for pulling stern tubes on ships, also for heavy-duty bushing 
jobs and pulling valve seats. 



Right: No. 10010A 
Simplex-Jenny, 100- 
tons capacity. “Look- 
down” view at left 
shows center hole 
construction. 



Pumps 

RP3A — Hand pump, 7 /\q in. dia. piston — 1 in. stroke — 70 cu. 
in. capacity for RC102, RC106, RC202, RC302 and RC302.5 
rams. 

RP6A — Two speed hand pump with automatic changeover 
from high to low speed with pressure increase. 126 cu. in. 
capacity for RC306 - RC506 - RC613 - RC1103A - RC2112 
rams. 

RP8A — Hand pump similar to RP6A with the addition of 
a selector valve to reverse oil flow to raise and lower two way 
rams. 161 cu. in. oil capacity. Used with RC315 — RC6010 — 
RC1110A and RC1122 rams. 

Also available — electric-hydraulic, air-hydraulic and gaso¬ 
line hydraulic pumps. 

Complete line of 2- and 3-grip and push-puller equipment 
... 20 and 30 ton models. Detailed information on request. 

Simplex “Hydra-Toe” toe lift hydraulic jacks 
1 5-Ton capacity 

Cylinder score is completely eliminated with new 
Simplex “Hydra-Toe” toe lift hydraulic jacks. The 
alloy steel rack bar is suspended from top of the 
twin hydraulic cylinders and rides in the aluminum 
alloy housing, similar to a Simplex Ratchet Lower¬ 
ing Lever Jack. Thus, any wear does not affect the 
hydraulic system, which has always been the prin¬ 
ciple source of trouble in toe lift hydraulic jacks. 
The suspended rack bar floats and has machined 
grooves in the large heat-treated toe. 

The S-159 is self-contained and has both high 
and low pressure pumps. 

The R-159 is remote-controlled. By using a 
powered pump (gasoline, electric or air) with suffi¬ 
cient reservoir capacity, you may now use any 
number of jacks to instantly pick-up low loads. 
For example, a jack and gasoline pump will lift 15 
tons 9 inches in 12 seconds. 



No. 

Capacity 

tons 

Diam. 

center 

hole 

inches 

Outside 

diam. 

in. 

Hgt. 

in. 

Travel 

in. 

Wt. 

lbs. 

•Oil 

pts. 

J330 

30 

1 Vs 

43/ e 

9Vs 

31/4 

32 

IVl 

J630 

30 

1 Vs 

43/e 

13 

6 

46 

2 

J606B 

60 

2 Vs 

6 ’A 

133/4 

6 

106 

4 

803B 

80 

• 3Vs 

71/4 

10 

31/4 

74 

2 

1003B 

100 

2 Vs 

71/4 

10 

31/4 

72 

3 

T10010A 

100 

23/4 

8 

20 

10 

220 

10 


•Use only Simplex hydraulic jack oil. 

tEquipped with direct reading pressure gauge. Gauges available for other 
models at extra charge. 


No. 

Operation 

Capacity 

tons 

Closed 

hgt. 

in. 

Toe 

Min. 

hgt. Width 

in. in. 

Travel 

in. 

Effective 

ram 

areas 
sq. in. 

Weight 

lbs. 

R-159 

remote- 

controlled 

15 

17 

2 

31/4 

9 

4.82 

57 

S-159 

self- 

contained 

15 

17 

2 

31/4 

9 

4.82 

64 


Equal lifting of multiple jacks or rams is now available for the first time. 
Irrespective of the load, all units wil travel in unison. Write for par- 
ticuars covering this exclusive “unifying system." 


Call Mission 5-1810 
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227-2-6 












Utll-A-Tool The tool of a thousand uses 



Pushes, pulls, spreads, lifts and pulls wheels and gears 

Complete Util-A-Tool set includes Simplex push-pull jack, 10- 
ton capacity (6 models — see below); two drop forged sky 
hooks, 3-way base and wheel puller; No. 3A spreader jack 
using 1 inch pipe in base or V 2 inch pipe in cap for wider 
spreads; three V 2 inch by 40 inch chains with grab hooks 
and claws; forged lever bar % inch by 18 inches; heavy duty 
tool box. Stud links are optional equipment at additional 


charge. 

No. 

Length 

screw 

inches 

Screw 

travel 

inches 

Weight 

lbs. 

each 

610 

10 

43/4 

13 

612 

12 

63/4 

14 

614 

14 

83/4 

15 

616 

16 

103/4 

16 

618 

18 

123/4 

17 

620 

20 

143/4 

18 


Util-A-Tool set No. 610 weighs 78 pounds complete. Add 1 
pound for each size larger (with 612, 79 pounds, etc.). 


Journal and bridge jacks 

Each jack furnished with a grease plug and 
a heat-treated steel lever bar 

Journal jacks — low 
height — high capacity 

Alloy steel forgings, special 
bronze nuts, greater gear ratio. 
Ratchet mechanism fully en¬ 
closed except on No. 1510B. 
A2510B, A3510B, and A5010B 
have aluminum housings. 

25-ton bridge and industrial jacks 

The Simplex No. 2522 excels in ease and 
safety on heavy duty jobs. The mechanism 
is at the top rather than the base of the 
jack. The broad toe lift of 10 sq. in. is 4% 
inches from ground level at minimum posi¬ 
tion. The new No. A2515B has an alumi¬ 
num housing, weighs only 42 pounds. It 
has a lift of 9 inches which eliminates re¬ 
setting in bridge work. 


No. 

Capacity 

tons 

Height 

inches 

Lift 

inches 

Weight 

lbs. 

1510B 

15 

10 

5 

_ 28 

2510B 

25 

10 

5 

38 

A2510B 

25 

10 

5 

30 

351 0B 

35 

10 

5 

41 

A3510B 

35 

10 

5 

32 

A5010B 

50 

10 

4 

59 

A2515B 

25 

15 

9 

42 

2522 

25 

22 

10 y 4 

135 




Manually operated safety trip controls tripping the load. Lat¬ 
est features — non-slip grooves in toes; trips and thumb guards 
on both sides. No. 101 is double acting; others are single 
acting. For track maintenance and construction. NOT RECOM¬ 
MENDED FOR INDUSTRIAL PURPOSES. A5 and A5B for 
surfacing and lining. No. A8 eliminates need for both high 
and low jacks. 


No. 

Capacity 

tons 

Height 

inches 

Lift 

inches 

Toe min. 
hgt., inches 

Wgt. 

lbs. 

A5 * 

’ 15 _ 

11 

51/4 

2 

28 

A5B* * 

15 

11 

5V4 

2 

29 

A8 

15 

155/8 

73/4 

2 

34 

A17* 

15 

225/b 

13 

2 

41 y 2 

A17P* 

15 

20 y 2 

13 

2 

39 

15A 

15 

11 

5 Vs 

2 

42 

16A 

15 

12 

6 

lVz 

48 

216A 

15 

173/e 

8 

2 Vs 

51 

217C 

15 

225/ 8 

13 

iy 2 

63 

217P 

15 

20 y 2 

13 

iy 2 

61 

218 

15 

29 

19 

2’/8 

76 

101 

15 

223/4 

13 

21 /. 

66 

♦Same as 

15A and 

217C/217P 

respectively, but 

with aluminum 

alloy hous- 


ings and large toe lifts. Square lever sockets are standard. Oval socket with 
oval hickory poles available at additional charge. 


**Has bale handle. 


Push and pull jacks 


8 Ton puller jack 

For pulling together 
structural members, for 
bridge, piling and dock 
work, also general wreck¬ 
ing. 

Easily rigged, made to 
stand abusive service. 



10 Ton push and pull jack 


For pushing, pulling 
structural members, 
car repairs, bridge, 
piling and dock work, 
and wrecking. Hinged 
end hooks swing 180 
degrees. 



12 Ton push and pull jacks 

The machined v-edged nut protru¬ 
sions give secure grip for pushing; 
lugs offer firm hold for chain on 
pulling jobs. Especially recommend¬ 
ed for curved surfaces of heavy 
timber structures. 



10 Ton push and pull jacks 

For erection of bridges, tanks, 
forms, pulling or pushing 
heavy members, straightening 
sills, piling, guard rails. 




Diameter 

Length 


Weight 

lbs. 

No. 

Capacity 

tons 

of screw 
inches 

closed 

inches 

Travel 

inches 

825 

1040 

5 

6 

1524 

1528 

1536 

8 

10 

12 

12 

10 

10 

10 

iy 2 

l 3 /4 

PA 

13/4 

2 

2 

2 

25 

40 

11 

18 

24 

28 

36 

12 

19 

7 

13 

18 

22 

30 

36 

70 

28 

36 

43 

46 

52 


No. 1524 



Jack supports of 
aluminum alloy 

Scientifically designed to be used as illustrated 
or inverted with proper chain. For timber con¬ 
struction, bridge work, pulling poles, etc. Far 
stronger than ordinary wooden wedge. Use 
with Simplex Journal, hydraulic and bridge 
jacks. 


No. 

JS1 


Hei ght 

15 " 


Platform 

size 

8"x10" 



Weight 

lbs. 

9Vj 
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Lever type reel jacks 

for cable, rope or belting 



All ratchet lowering simplex reel jacks have laminated, 
oil treated oak bases for protection against splitting and 
warping. 

No. 320A—5 tons, single acting—for warehouse and 
shop service. Handles 20 to 60-inch diameter reels; has 
one 2V 2 inch lifting hook and 2 for 2 inch spindles. 

No. 321—10 tons, single acting—handles 20 to 96-inch 
diameter reels. Has 5 lifting hooks; 1 for 3V 2 inch; 1 for 
3 inch and 3 for 2% inch spindles. 

No. A1029—10 tons, single acting—T-shaped base area 
of 319 sq. in. for non-rocking foundation. Built with right 
and left bases: handles 36 to 84-inch diameter reels. Has 
3 lifting hooks; 1 for 3 inch and 2 for 2% inch spindles. 
Housing is aluminum. 

Screw type reel jacks 

“A” frame type. Spindle cap for 2*4 inch spindle. No. 
ICR for reels 40 to 60 inches diameter and No. 2CR 
for reels 60 to 92 inches in diameter. No. 3CR for 50 
to 84 inch reels. 3-Way Nut for speed. 


No. 

Capacity 

tons 

Height 

inches 

Lift 

inches 

Weight 

pounds 

Length of 
lever, 
inches 

ICR 

5 

193/4 

131/4 

62 

_ 

2CR 

5 

30 Vi 

18 

88 

— 

3CR 

15 

251/2 

171/2 

75 

42 

320A 

5 

21 

10 

51 

30 

321 

10 

341/4 

15 

114 

60 

A1029 

10 

291/2 

133/4 

86 

60 


Drop-forged steel trench braces 

The only trench and timber braces constructed entirely 
of steel drop forgings. Blunt safety lever nut prevents 
injuries and damage; ball and socket joints at each end 
permit quick adjustment, tight gripping. Nail holes in 
shoes. Three-way nuts furnished in place of lever nuts if 
specified. 


Simplex drop-forged brace complete 
with pipe 



3 


C—Length of pipe required. B—Overall length closed. 

Complete with pipe 


■•B" 


Pipe 

and 

screw 

diam. 

inches 

Length 

of 

screw 

inches 

length 

of 

brace 

closed 

inches 

"C” 

length 

of 

pipe 

inches 

Safe 

extension 

of 

screw 

inches 

Unit 

weight 

with 

pipe 

pounds 

1 V 2 

12 

18 

IOI /2 

7 

14 

IV 2 

14 

21 

131/2 

9 

16 

11/2 

14 

24 

I 6 I /2 

9 

I 6 I /2 

IV 2 

16 

27 

191/2 

10 

18 

IV 2 

16 

30 

221/2 

10 

1 81/2 

2 

18 

36 

26 

10 

40 

2 

18 

42 

32 

10 

42 

2 

18 

48 

38 

10 

431/2 

2 

18 

54 

44 

10 

451/2 

2 

18 

60 

50 

10 

47 


Without pipe 



Trench 

brace fittings — 

without pipe 



Length 

Safe 


Screw 

of 

extension of 

Unit 

diam. 

screw 

screw 

weight 

inches 

inches 

inches 

pounds 

1 1/2 

12 

7 

12 

11/2 

14 

9 

121/2 

11/2 

16 

10 

131/4 

2 

18 

10 

321/4 


Screw ends only and butt ends only can be furnished 
separately. 


Steel shoring jacks 

Tough, forged-steel, machine- 
cut screw, semi-steel nut and 
steel bearing plate provide 
maximum safety in shoring, 
tunnel roof support, timber¬ 
ing, aqueduct work. Also for 
use as temporary columns. 
Furnished with nuts and bear¬ 
ing plates. Special nuts and 
plates can be made to your 
specifications. 


Simplex drop-forged timber braces 

Especially practical for 
wide and deep trenches, 
foundation and subway 
work. Screw ends are 
same as Simplex Trench 
Braces. Timbers not 
furnished. Three-way 
nuts in place of lever 
nuts at no extra cost if 
desired. Specify type 
wanted. 




No. 

Screw 

diameter 

inches 

Threaded 

length 

inches 

Sustaining 

capacity 

tons 

Overall 
height 
(inc. plate) 

Weight 

lbs. 

Diameter 
of screw 
inches 

“A" length 
of screw 
inches 

Size of 
timber 
caps 

Unit 

weight 

lbs. 

501 

2 

10 

25 

14" 

24 

11/2 

12 

4x4 

10 

501 

2 

12 

25 

16" 

26 

11/2 

12 

6 x 6 

123/4 

501 

2 

14 

25 

18" 

28 

11/2 

14 

4x4 

IOV 2 

502 

21/2 

8 

35 

1 2 3/ 4 " 

52 

11/2 

14 

6 x 6 

13 

502 

21/2 

12 

35 

16 3/4 " 

56 

11/2 

16 

4x4 

11 

502 

2’/2 

14 

35 

183//' 

58 

11/2 

16 

6 x 6 

14 

502 

2’/2 

16 

35 

203//' 

60 

2 

18 

6 x 6 

2 7i/, 

502 

21/2 

18 

35 

223//' 

62 

2 

18 

8 x 8 

281/2 


Call Mission 5-1810 


223 


227 - 4*60 









































